
OVERHEAD CRANE OPERATOR INSPECTION CHECKLIST

OC-ALC Form 105, 20170314 PREVIOUS EDITIONS ARE OBSOLETE
Prescribing Directive: OC-ALCI 21-203

INSTRUCTIONS:  Before first use of the day, inspect all applicable items. Suspend all operations immediately if any of the items 
indicated below with an asterisk (*) are observed to be in an unsatisfactory condition. In addition to suspending the operation when 
any unsafe condition is observed, immediately notify your supervisor. 

 AREAS OF CONCERN  
 Do these items pass inspection?   
 

Satisfactory Unsatisfactory N/A

 WALK AROUND   
 * Wire Rope/Reeving-Check for broken strands or crimping.   
 * Lower Block & Hook-Loose or missing bolts or screws.   
 * Hook Safety Latch-Ensure presence of latch. Spring tension must ensure contact 
with the hook.     
 * General Appearance-Missing pieces, loose or hanging parts.   

 * Safety Guards (cab operated cranes only)-Presence of safety guard on conductor 
rail. Plexiglas protector from buss bar to include coupling housings.   
 * Walks/Ladders/Handrails-Presence of and no loose or missing parts.   
 CONTROLS   
 * Push Button Station-Cracked or broken housing. No missing or damaged buttons.  

 * Proper Marking-Weight limit is stenciled on hoist or crane.   
 * Lever Type Controllers (cab operated cranes only)-Operable and undamaged.   

 * Remote/Radio-Presence of antennae and no broken or missing parts. Battery check. 

 * Start/Stop Button-Proper operation.   

 * Proper Support for Pendant Button Control-Presence of support cable or chain with 
 slack in control power cord.
OPERATIONAL
 * Brakes-Must stop with coast to avoid swinging load.   
 * Limit Switch-Proper operation of upper and lower switch. Ensure hook does not 
reach the floor.   

 * Hoist Travel-Smooth up and down operation without hesitation.   
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PREVIOUS EDITIONS ARE OBSOLETE
Prescribing Directive: OC-ALCI 21-203
OC-ALC Form 105, 20170314

 AREAS OF CONCERN  
 Do these items pass inspection?   
 

* Emergency Egress System and Fire Extinguisher (cab operated only)-Present and 
 operable.

* Electric Disconnect-Turn off power to crane and make sure it is inoperable.
* Bridge Travel-Proper direction and operable.
* Trolley Travel-Proper direction and operable.
OPERATIONAL

N/AUnsatisfactory Satisfactory 

* Safety Lights, Horns, Sirens, or Alarms-Perform operational check to ensure proper 
working order
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INSTRUCTIONS:  Before first use of the day, inspect all applicable items. Suspend all operations immediately if any of the items indicated below with an asterisk (*) are observed to be in an unsatisfactory condition. In addition to suspending the operation when any unsafe condition is observed, immediately notify your supervisor. 
 AREAS OF CONCERN	
 Do these items pass inspection? 	


Satisfactory	
Unsatisfactory	
N/A
 WALK AROUND          
 * Wire Rope/Reeving-Check for broken strands or crimping. 	

 * Lower Block & Hook-Loose or missing bolts or screws. 	

 * Hook Safety Latch-Ensure presence of latch. Spring tension must ensure contact with the hook. 	  

 * General Appearance-Missing pieces, loose or hanging parts.          
 * Safety Guards (cab operated cranes only)-Presence of safety guard on conductor rail. Plexiglas protector from buss bar to include coupling housings.          
 * Walks/Ladders/Handrails-Presence of and no loose or missing parts. 	

 CONTROLS 	

 * Push Button Station-Cracked or broken housing. No missing or damaged buttons.          
 * Proper Marking-Weight limit is stenciled on hoist or crane.          
 * Lever Type Controllers (cab operated cranes only)-Operable and undamaged. 	

 * Remote/Radio-Presence of antennae and no broken or missing parts. Battery check. 	

 * Start/Stop Button-Proper operation.          
 * Proper Support for Pendant Button Control-Presence of support cable or chain with  slack in control power cord.
OPERATIONAL
 * Brakes-Must stop with coast to avoid swinging load. 	

 * Limit Switch-Proper operation of upper and lower switch. Ensure hook does not reach the floor.          
 * Hoist Travel-Smooth up and down operation without hesitation.          
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 AREAS OF CONCERN	
 Do these items pass inspection? 	


* Emergency Egress System and Fire Extinguisher (cab operated only)-Present and  operable.
* Electric Disconnect-Turn off power to crane and make sure it is inoperable.
* Bridge Travel-Proper direction and operable.
* Trolley Travel-Proper direction and operable.
OPERATIONAL
N/A
Unsatisfactory	
Satisfactory	
* Safety Lights, Horns, Sirens, or Alarms-Perform operational check to ensure proper working order
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